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PVP, pump side modules with T0 code numbers

Symbol PVP description Code number

BSP version SAE version

157-600.11

LS M T0
T

P

Pp

Open centre pump side module for pumps with fixed
displacement
External T0; possible to connect T0 to internal tank
With pilot supply for electrical actuation

157B5130 157B5330

LS M T0
T

P

Pp

157-603.11

Closed centre pump side module for pumps with variable
displacement
External T0; possible to connect T0 to internal tank
With pilot supply for electrical actuation

157B5131 157B5331

Open centre pump side module for pumps with fixed
displacement
External T0
With pilot supply for electrical actuation and connection for
pilot oil pressure.
Facility for LS unloading valve, PVPX

157B5132 157B5332

Closed centre pump side module for pumps with variable
displacement
External T0
With pilot supply for electrical actuation and connection for
pilot oil pressure.
Facility for LS unloading valve, PVPX

157B5133 157B5333
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Symbol PVP description Code number

BSP version SAE version

Open centre pump side module for pumps with fixed
displacement
External T0
With pilot supply for electrical actuation
Blocked T line for HPCO

157B5140 157B5340

157-673.10

P
p

HPCO

P

10

LS M T0 Open centre pump side module for pumps with fixed
displacement
External T0
With pilot supply for electrical actuation and connection for
pilot oil pressure.
Facility for LS unloading valve, PVPX
Blocked T line for HPCO

157B5142 157B5342

P and T-port connection: G ¾ [ 1 1∕16 in–12]

PVP pump side module with T0
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